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NUMERICAL LIST OF PARTS

262-21 MACHINE

NUMBER  DESCRIPTION NUMBER  DESCRIPTION NUMBER  DESCRIPTION
72(803) Tension (looper) Thread) Releaser Slide 624(830) Looper (front) Set Screw 21487-010 Presser Foot Plate for 5/32 in. gauge,
Hinge Screw(2) 624(830) Tension (needle thread) Releasing Shaft for 21492.010
82(803) Tension (looper thread) Releaser and Crank Set Screw 21487012 Presser Foot Plate for 3/16 in. gauge,
Releaser Slide Connecting Link Hinge 691(806) Throat Plate Screw(2) for 21492.012
Screw 724(809) Thread (needle) Eyelet (side of arm) Screw 21487-016 Presser Foot Plate for 1.4 in. gauge,
110(803) Tension (needle thread) Releasing Shaft 725(819) Bed Siide (left) Spring Screw(2) for 21492-016
Crank Connecting Link Hinge Screw(2) 802(819) Presser Bar Lifting Lever Hinge Serew 21488 Presser Foot Plate and Yielding Heel
110(803) Tension (looper thread) Releaser Slide 807(819) Presser Bar Guide Bracket Lifter Connection for 21492-008, 21492-010,
Connecting Link Hinge Screw Hinge Screw 21492.012 ond 21492.016
144(804) Arm Shaft (horizontal) Screw (back) 896(830) Looper Avoiding Eccentric Connection 21489 Presser Foot Plate and Yielding Heel
157(809) Feed Dog Screw Clamping Screw(2) Connection Spring for 21492.008,
157(819) Feed Lifting Rock Shaft Crank (front) 896(830) Looper Ball Crank Connection Cap 21492-010, 21492.012 and 21492-016
Clamping Screw (lower) Screw(2) 21490 Presser Foot Shank for 21492.008,
157(805) Oit Pump (centrifugal) Body Screw(3) 896(830) Looper Holder Clamping Serew 21492-010, 21492.012 and 21492.016
158{805) Feed Bar Carrier Clomping Screw(2) 906(830) Thread {looper) Take-up Stripper Set Screw 2149 Presser Foot Yielding Heel for
161(819) Presser Bar Lifting Lever Extension 965(805) Bed Leg (back) Screw(2) 21492-008, 21492-010, 21492-012
Screw(2) 1029(809) Thread (loaper) Taoke-up Screw and 21492.016
175(830) Looper Ball Crank Pitman End Bearing 1036(830) Needie Bar Connecting Link Hinge Stud 21492.008 Presser Foot {triple hinged) complete
(right) Body Cop Screw(2) Position Set Screw for 1/8 in. gouge, Nos. 21487.008
175(830) Looper Ball Crank Pitman End Bearing 1057(830) Presser Bar Guide Bracket Clamping 21488, 21489, 21490, 21491, 51282(809)
{(left) Cap Screw(2) Screw and two each 26276.004 and
176(805) Feed Bar Carrier Hinge Pin Clamping 1133(830) Needle Bar Bushing (lower) Set Screw 141219(830) for use with 12957-001 qand
Screw(2) 1133(830) Needle Bor Bushing (upper) Set Screw 12959-008
176(809) Presser Foot Screw 1133(830) Presser Bar Bushing (lower) Set Screw Note: No. 21492.008 is furnished as
176(809) Slack Thread Contraller Clamp Screw 1259(830) Arm Shaft (horizontal) Bevel Gear regular to the machine in standard gouge
176(809) Thread {needle) Eyelet (side of arm) Set Screw(2) of 1.8 in.
Position Screw 1259(830) Arm Shatt (upright) Bevel Gear (fower) 21492-010  Presser Foot (triple hinged) complete
189(805) Qil Pump (centrifugal) Screen Frame Set Screw(2) for 532 in. geuge, Nos. 21487.010,
Screw(3) 1259(830) Arm Shaft {upright) Bevel Gear {upper) 21488, 21489, 21490, 21491, 51282(809)
190(809) Needle Guard Helder Bracket Screw Set Screw(2) and two each 26276-004 and 141219(830)
190(809) Needle Guard Holder Screw 1259(830) Bed Rotary Shaft Bevel Geor Set Screw(2) 21492.012 Presser Foot (triple hinged) complete
190(809) Needle Guard Screw 1259(830) Looper Avoiding Eccentric Set Screw(2) for 3716 in. gauge, Nos. 21487-012,
190(809) Thread (looper) Take-up Stripper 1470(819) Bed Slide iright} Latch Guide Screw(2) 21488, 21489, 21499, 21491, 51282(809),
Staple Screw(2) 1470(819) Bed Slide iright: Spring Screw(2) and two each 26276-004 and 141219(830)
190(805) Thread (looper) Toke-up Stripper Plate 1485(805) Needle Bar Connecting Stud Slige Block for use with 142375 and 146290
Supbport Plate Screw(4) Guide Screw{2} Note: No. 21492.012 is furnished as
193(805) Oif Wick Holder Tube Bracket Screw 1498(806) Needle Set Screw(2) regular to the machine in standard
197(805) Feed Lifting Rock Shaft Oil Wick 1518(809) Feed Lifting Rock Shoft Connecting Rod gauge of 3.16 in.
Clamping Plare Screw Hinge Screw Nut - 21492.016 Presser Foot (triple hinged) complete
197(805) Feed Rock Shaft Oif Wick Clamping 1518(809) Feed Rock Shaft Connecting Rod Hinge for 1/4 in. gauge, Nos. 21487016,
Plate Screw Screw Nut 21488, 21489, 21490, 21491, 51282(809)
197(819} Qil Removing Wick (heod end) Hinge 1520(809) Looper Bail Crank Pitman Ball Screw ond two each 26276.004 and 141219(830)
Plate and Cover Screw(4) Stud {right) Nur for use with 142375 and 146290
207(805) Aem Shaft thorizental) Flanged 1547(809) Tension (needle thread) Releasing Shaft Note: No. 21492-016 is furnished as
Bushing (back) Oil Sump Tube Stop Screw Nut regulor to the machine in standard
Holder Screw 1607(819) Feed Dog Stop Screw Nut gauge of 14 in.
207(809) Lap Seam Feiler Adjusting Screw 1628(819) Thread (looper) Thread Tube Screw 32572 Tension (needle threod) Releasing
217(809) Feed Eccentric Clamping Washer Serew(2) Stud Nut Disc(2)
217(809) Tension [looper thregd) Releaser Screw 1664(809) Lgope, Bail Crank Pitman End 37160 Presser Foot Plate Connection Spring
225(819} Tension (needle thread) Screw Stud Bearing (left) Nut 50027(809) Thread (looper) Thread Tube Thread
Hole Plug 1700(819) Looper Throw-out Releaser Guide Guide Screw
228(805) Feed Bar Carrier Oil Wick Holder Screw(2) Serew and Pitman Rod Stop Nut 50123(805) Qil Pump (centrifugal) Impeller Locking
228(805) Feed Lifting Rock Shaft and Feed Rock 1735(803) Tension {looper thread) Releaser and Screw
Shaft Qit Wick Holder Screw Releaser Slide Connecting Link Hinge 50257(809) Oil Flow Window Cap Screw(d)
229(809) Thread (needle) Thread Guide Screw(4) Screw Nut 50326(830) Tension (needle thread) Screw Stud(2)
231(805) Looper Holder Rock Shaft Biacket Qil 4307 Bed Slide (left) Spring 50328(803) Feed Regulating Screw
Plug Screw(back) 7071 Feed Eccentric Clamping Washer(2) 50504(830) Arm Shaft (upright) Bushing (upper)
237(809) Thread (looner! Take-up Thread Guide 7071 Looper Bail Crank Pitman Rod Oil Set Screw
(left} Screw Shield Screw Washer 50554(830) Bed Rotary Shaft Bushing {front)
237(809) Thread (looper) Take-up Thread Guide 7071 Thread (needle) Eyelet {side of arm) Set Screw
(right! Screw Position Screw Washer 50555(805) Arm Shait (horizontai) Plug Screw
237(809) Thread (iooper) Take-up Stripper 2102 Tension (looper thread) Disc(4) 50579(809) Feed Bar Slide Block Oil Wick
Plote Screw 2102 Tension (needle thread) Disc(4) Holder Screw
240(809) Looper Throw-out Spring Screw 12957-001 Feed Dog (18 teeth to the inch) for 50608{813) Arm Hale Plug Screw (for access to
316(803) Tension {needle thread) Releosing Shaft either 3.32 in. or 1.8 in. gauges, for Needle Bar Bushing Oil Wiek)
Stop Screw chaining-off, for 10 to 18 stitches per 51061(830) Feed Eccentric Body Set Screw(3)
335(819) Arm Top Cover and Stiteh Regulater Cap inch for use with 12959.008 and 51159(809) Looper Throw-out Releaser Cap Screw(2)
Latch Screw 21492.008 51282(809) Presser Foot Plate and Yielding Heel
440(830) Feed Lifting Eccentric Set Screw(3) Note: No. 12957-001 is furnished as Connection Spring Screw
447(830) Looper Throw-our Releaser Guide Screw regular to the machine when cailed for 51282(819) Attachment Slide Spring Screw
and Pitman Rod Stop in standard gauge of 1.8 in. 51283(830) Machine Pulley Ser Screw(2)
448(830) Bed Rotary Shaft Bushing (back) 12959-008 Throar Plate for 1.8 in. gauge, for 51320(830) Looper Ball Crank Arm Clamping Screw
Set Screw chaining-off, for 10 ta 18 stitches per 51369(813) Arm Top Cover Screw(4)
448(830) Looper Ball Crank Hinge Pin Set Screw(2) inch for use with 12957-001 and 51369(805) Oil Lead Screw
448(830) Looper Holder Rock Shaft Bushing (back) 21492008 51460(805) Looper Ball Crank Pitman Rod Oil
Set Screw Note: No. 12959-008 is furnished as Shield Screw
448(830) Looper Holder Rock Shaft Bushing {front) regular to the machine when called for 51570(803) Tension (looper thread) Regulating
Set Screw in standard gauge of 1.8 in. Thumb Nut(2)
454(830) Bed Rotary Shaft Collar Set Screw 12982 Needle Bar Bushing (upper) 51570(803) Yension (needle thread) Regulating
460(830) Feed Lifting Rock Shatt Coilar Set Screw(4) 13994 Needle Bar Bushing (lower and upper) Thumb Nur(2)
460(830) Feed Rock Shaft Collor Set Screw(2) Oil Wick Clip(2) 51614(818) Pressure Regulating Thumb Nut
465(830) Thread (looper) Take-up Screw Set Screw 14475 Needle Bar Connecting Link Screw Cap 51715(830) Looper Ball Crank Connection Cap
624(830) Arm Shaft (horizontal) Thrust Collar Disc (fiber) (upper} Screw Stud Nut(2)
Set Screw(2) 15444 Tension (needle thread) Releasing Shaft 51769(803) Looper Ball Crank Pitmon Rod Nut
624(830) Feed Lifting Rock Shaft Bushing (back) Stop Screw 316(803) with 1547(809) 52266 Feed Bor Slide Block
Set Screw 16532 Arm Dowel Pin(2) 52267 Feed Bar Slide Block 52266 with
624(830) Feed Lifting Rock Shaft Bushing (front) 20799-001 Needle Bar Bushing (lower) 125060
Set Screw 21125.001 Tension {looper thread) Releaser Slide 54242 Slack Thread Controller Ciamp
624(830) Feed Rock Shoft Bushing (back} Set Screw 21400 Looper Throw-out Spring 54872 Tension {needle thread) Releosing
624(830) Feed Rock Shaft Bushing (fromt) Set Screw 21487.008 Presser Foot Plate for 1.8 in. gouge, Shaft Crank with 624(830)
624(830) Looper {back) Set Screw for 21492.008 54988 Tension (needle thread) Reieasing Pin(2}




NUMBER  DESCRIPTION NUMBER  DESCRIPTION NUMBER  DESCRIPTION
59456 Needle Bor Connecting Stud Slide 140359(805) Feed Rock Shaft Qil Plug Screw 14349 Needle Bar Bushing (lower and upper)
Block G:u.de Screw Washer(2) 140439(805) Looper Holder Rock Shaft Oil Plug Screw Oil Wick complete, Nos, 143490,
59537 Tension incedle thregd) Spring Bushing 140440(819) Needle Bar Bushing (upper) Qil Plug Screw 146703 aond two 13994
{lorge)(2} 140442(803) Tension (lcoper threod) Screw Stud(2) 143492 Needle Bar Bushing (lower and upper)
59537 Tension {looper thread) Spring Bushing 140443(809) Tension (needle thread) Bracket Screw Oil Wick Guide Tube (in Arm)
(lergeii2) 140542(830) Needle Bar Crank Position Screw 143494-001 Needle Bar Connecting Link with
, i . 140552(830) Needle Bar Connecting Link Hinge Stud 14475, 139533 and 143495
59538 Tenswov {loaper thread) Spring Bushing Clamping Screw 143495 Needle Bar Connecting Stud with
{smaliiz) _ , 140553(805) Oil Removing Wick (head end) Holder 140061(805) and 143619
59538 Tension (needle thread) Spring Bushing Body Hinge Screw 143496 Needle Bar Connecting Stud Slide
(smuH)(22 X 140610(819) Arm Mole Plug Screw {for access to Block Guide
59539 Tension fneedle “broad) Screw Stud Needle Bar Connecting Link Hinge Stud 143497 Needle Clamp Thread Guide
50326(803) with £1570(803)(2) Clomping Screw and Needle Bar 143510 Presser Bar Lifting Lever
64342 Bed Rotary Shaft Collar with 454(830) Connecting Link Hinge Stud Position 143511.001 Presser Bor Lifting Lever Spring
68002 Tension (needle thread) Brocket Set Screw) 143523 Thread (needle) Take-up with two
68003 Tension (needle thread) Relcasing Shait 140640{805) Looper Holder Rock Shaft Bracker Oil 147079
109051(823) Las Seam Feller Clamping Plate Screw(2) Plug Screw (front) 143543 Face Plate Gasker
125060 Feed Bar Slide Block Hinge Stud 140695(819) Feed Dog Stop Screw 143570 Thread Guide (front of Arm)
126150 Looper Holder Rock Shaft Brocket Screw 140734(805) Looper Holder Rack Shaft Bracket Screw(2) 143619 Needle Bar Connecting Stud Gil
Washer(2) 141001(818) Pressure Regulating Thumb Screw Wick (felt)
128551 Looper Ball Crank Pitman Ball Screw 141139(869) Machine Base and Oil Reservair 146005 Bed Rotary Shaft
Stud {right) Nut 'Lcckyng Plate Drain Plug 146022 Qit Pipe with twao each 143124 and
131438 Looper (back] ciosed eye, for 3732 in. 141219(830) Presser Foot Plate Hinge Screw for 143125, for oiling Looper Rock shoft
to 12 in. gouges, in steps of 1732 in., 21492008, 21492.010, 21492-012 Hinge Pin
for lap seam felling and 21492-016(2) 146024 Qil Pump (centrifugal) Body 146659
Nore: No. 131458 is furnished as regular 142375 Feed Dog, with row of teath between with 146025 and two 143126
to the machine when :failed 60: wn. needles, 22 teeth (18 teeth to the inch), 144025 il Pump (centrifugal) Body Plug
standard gouges of 3/8 in., 3716 in., for 5/32 in. to 3-8 in. gauges, for 10 146044 Bed Rotary Shoft 146005 with
1-4 in.and 172 in. 10 18 stitches per inch for chaining- 132790, 146556, 164232 and two 131928
Note: When ar:ermg No. 131458, srate off. For use with 21492.810 and 146077 Arm Shaft (upright)
gauge required. , 146290 or 21492.012 and 146290
131459 Looper (front) closed eye, for 332 in. 21492_0‘;; e 14629(;m or ::22;2 :e: teg z?acl? one)
to 172 in. gauges, in steps of 1.732 in., Note: No. 142375 ‘V ished | € &g tiren ‘. eng
for fap seam feiling ,::1; m‘;'éh.ne wh:n :;Tffd efo,a,sn(egu ¥ ;:28:; Eae: :oc: 2:“1' Nos. 197(805)
Note: No. 131459 is furnished as standord couges of 532 in., 3°16 in. and 140359(30%) :4'323?.146091 ’
regulor fo the machine when called for in 178 i, When srdering 142975 stare 146891, 146896, 147047 and svitab]
standard gauges of 1 8 in. 3716 in. . y 9 . . ane suitable
174 in. and 12 in. gauge required. Iwe.ngkt‘h of No. 1229 White Lighter
Note: When ordering No. 131459, state 142385 Attachment Slide eking
gouge required. 142386 Attachment Slide complete, Nos. 146094 F?'idxl;g‘;’;;g(s%‘s’;:k Shaft Crank (baek)
131696 Tension (looper thread) Thread Guide(2) 51282(819), ’4235§ and 146874 146095 ;' S Lifring Roek Shoft
131696 Tension (needie thread) Thread Guard(2) 143015 Arm Shaft (upright) Bevel Gear (lower) vpset F"d o 9 R°=k Shci Nos. 197(805
1740 Tension (loaper thread Spring(2) leit hand spiral with two 1259(830) sed oifting Rock Shaft Mos. g
13 N {loop pringt2 , 140359(805), 143236, 146095, 146891
131741 Tension (needle thread) Spring(2) 143015 Arm Shaft (upright) Bevel Gear (upper) 146892, 147047 undt soitable lenarh
131888-002 Slack Thread Controller left hand spiral with two 1259(830) of No. 1229 Whire Lighter w‘ck.:
131927 Looper Ball Crank Connection Cap {upper} 143024 Bed Hole Plug o folt) £ 146097 Feed Rock Shaft Bushing (front) g
i i Wick (felt
Serew Stud(2) 143031 Foed BF‘" S“g‘e'(:m’m SR 146099 Feed Rock Shaft Crank with 140228(805)
131928 Looper 8all Crank Connection Cap oiting Fee ar " = il : 146105 Looper Holder Hinge Pin
{uppert Serew Stua Nut Lock Washer{2) 143032 Feed Bar Carrier Oil Wick onderv 146106 Looper Holder Hings Pin Spacer
132790 Looper Bail Crank Connection Bail 143040 Feed Lifting Rock Shaft C.:onnecimg Rod 146109 Needle Guard Holdar
Sleeve (two pieces) 143049 Feed Rock Shafr Connecting Rod 146110 0il Pipe with two eoch 143124.and
139017 Arm Hoie Plug Screw Washer {(for 143052 Feed Lifting Rock Shaft and Feed Roc 143125, for oiling Thread (under)
use with 50608) Shaft Qil Wick Holder Take-uo Shaft Front Bearing
139111 Needle Bar Connecting Stud Slide Block )
I F
139116 Needie Clamp with rwo 1498(806), for 1:332; g:] F::: So:.yofuskev(z) 146111 Presser Bar Lifting Lever Extension
) i
3/32 in. to 38 in. gauges 142063 o Fi wm:o c 146117 Tension {looper thread) Thread Guard
Note: No. 139116 is furnished os 143065 oi‘ p_"“’c‘ N ‘;‘p 146121 Arm Shaft (horizontal) with 1036(830),
regular to the machine when called for in 143068 o‘; pre Cl“”‘“‘"g Sl”’e N and 140542(830)
standard gauges of 1.8 in., 3-16 in. and 143071 O‘Il P“’e f °’“"";‘3 [")E;ed “F', N 146122 Arm Shaft (horizontal) 146121 with
14 in. 0 (zt)m\p {centrifugal) Body Position 140359(805), 143236 and 143494.001
Note: When ordering No. 139116, state 143073 O‘T b tcentrifugal) Impell 146127 Bed Slide fright) Body for 146131
gauge required. ;43124 0_" P_“”“’Cfe” " “9s°l ’"‘;:) er 146128 Bed Slide (right) Body for 146132
139148 Thread (looper) Take-up Stripper Staple 25 Ofl pre ;“mpf"g leeve Nor(4 146131 Bed Slide {right) Latch-type complete for
139158 Thread (needle; Thread Guide{2) 1431 il Pipe Clamping Sleeve Nut(4) use with Throgt Plates with .054 off-set,
139462 Presser Bar 143126 Looper Holder Rock Shaft racker O Nos. 146127, 146688, 146689, 146690,
139533 Needle Bar Connecting Link Screw Cap Pipe Clamping Sleeve Adaptor 146691 and four 1470(819)
140050(809) Face Plate Screw {upper] 143126 Oil Pipe Clamping Sleeve Adaptor 146132 Bed Slide (right) Latch-type complete
140061(809) Face Plate Screw (lower)(3) (fastened to Looper Boll Crank Hinge for use with Theoat Plates with .100
140061(805) Needle Bar Connecting Stud and Thread Pin) off-set Nos. 146128, 146688, 146689,
Toke-up Lever Clamping Screw 143126 Oil Pipe Clamping Sleeve Adaptor for 146690, 146691 and four 1470(819)
140180(809) Thread Guide (front of Arm) Screw 146024(2) 146137 Needle Guard for 332 in. to 5/32 in.
140228(805) Feed Lifting Rock Shaft Crank (back) 143176 Number Plate Rivet(2) B 46137 ix furmished
Clamping Screw 143176 Trade Mark River(2) ( ore: No. 1 s fumished as
140228(805) Feed Rock Shaft Crank Clamping Screw 143236 Arm Shaft (horizontal) Serew Plug (front) regular to the machine when calied for
140230(803) Feed Lifting Rock Shaft Connecting Rod Washer (fiber) in standard gauge of 178 in.
Hinge Screw 143236 Feed Lifting Rock Shoft 0il Plug Screw Note: When ordering No. 146137,
140230(803) Feed Rock Shaft Connecting Rod Hinge Waosher {fiber) staote gauge requirad, )
Serew 143236 Feed Rock Shaft Oil Plug Screw Washer 146138 Needle Guard for 3 16 in. to 9732 in.
. . . fiber) gouges
140239(830) Oil Wick Position Bracket Screw ( . .
140239(809) Slock Thread Controller Position Screw 143370 Qil Lead Novel: No. 1:6138 : fum:hea u”sed .
140296(830) Arm Shott (horizontal) Bushing (center) 143447.001  Face Plote regulor fo the machine when ol
Ser Screw 143488 Needle Bar (hollow) in standard aauges of 3716 in. an
. 3,32 in. to 174 in.
140296(8307 Arm Shaft (h !} FI 4 Bush 143489 Needle Bar complete for
( ) (br;::k) :etv(s::er:on al) Flange ushing 3/8 in. gauges, Nos. 139116, 143488 and Note: When or:ermg No. 146138, state
143497 gauge required.
140298(830) Arm Shaft ( ht) Bushing (lower) > req
Sy Gana . (prian Bushing Hewe Note: No. 143489 is furnished o3 rogulor 146144-001 ;’;&so.;n ;[:;Zzyqzhr:;;;ggzle’a;erm?%sm
140321(830) Bed Rotary Shair Oil Plug Serew e when] S;]‘Ed 6 146620, 146796, 146797 and two each
140331(830) Arm Shaft (horizontal) Flanged j'f;ﬂdﬂ'd gavges of 178 in., in. and 7208031, 146792 and 146795
it /4 in. .
Bushing {front) Set Scrow Note: When order.ng No. 143489, state 146148 Machine Base and 0il Reservoir with
140333(830) Arm Shaft (horizental) Bevel Geor ; ; 9 Me- ’ 141139(869)
Positicn Screw gauge regquired. ! .
140359(805) Arm Shaft (horizontal) Screw Plug (front) 143490 Neecﬂ.e Bar Bushing (lower and upper) 146150 guc:u;e(la?'s)e and Oil Reservoir
140359(805) Feed Lifting Rock Shaft Oil Plug Screw Qil Wick asket tle




NUMBER DESCRIPTION NUMBER DESCRIPTION NUMBER DESCRIPTION
146151 Machine Base gnd Oil Reservoir 146626 Thread (looper) Take-up Stripper Plate 146970 Looper Throw-out Releaser Guide
146148 with 146150, 146245, 146640, Support Plate(2) 146971 Looper Throw-out Sieeve
146693, 151560 and 151561 Nate: One No. 146626 is screwed on to 147005001  Arm Shaft (horizontal) Flanged Bushing
146167 Presser Foot Plate Connection Machine Bed (front)
146225 Looper Holder Rock Shaft with 1465627 Thread {looper) Take-up Thread Guide 147022 Feed Bar Carrier with two each 158(805)
140439(805) (left} and 176(805)
146226 Looper Holder Rock Shaft Bushing Bock 146628 Thread (looper) Take-up Thread Guide 147023 Feed Bar Corrier Hinge Pin
146227 Looper Holder Rock Shaft Bushing (front) (right) 147024 Feed Bar Carriar Oil Wick Holder
146234 Looper Avoiding Eccentric Connection 146629 Thread (needle) Threod Guide Bracket 143032 with 143031
(forked) with two 896(830) 146632 Thread (looper) Thread Tube Thread 147028 Feed Lifting Rock Shoft Bushing (back)
146238 Thread (looper) Thread Tube Guide 147028 Feed Rock Shaft Bushing (back)
146240 Feed Bar 146633 Thread {neadle) Eyelet (side of arm) 147029 Feed Lifting Rock Shaft Collar with
146241 Feed Bar 146240 with 1607(819) and 146640 Machine Pad (felt) two 460(830)(2)
140695(819) 146657 Oil Pump (cenrrifugal) Screen 147029 Feed Rock Shaft Collar with two 460(830)
146243 Feod Bar Assembly 146241 with 146658 0il Pump {centrifugal) Screen Frame 147037 Feed Lifting Rock Shaft Qil Wick (short)(2)
146244 146659 il Pump (centrifugal) Body 147042 Feed Liffing Rock Shaft Bushing (frant)
146244 Feed Lifting Rock Shaft Crank (front) 146671 Thread (looper) Thread Tube Screw Stud 147045 Feed Rock Shaft Qil Wick (short)(2)
146889 with 50579(809), 52267, Nut Washer 147047 Feed Lifting Rock Shaft Oif Wick
146539 gnd 146881 146676 Presser Bar Guide Bracket Lifter Clamping Plare
146245 Machine Base and Oil Reservoir Oil 146688 Bed Slide (right) Latch 147047 Feed Rock Shaft Oil Wick Clamping Plate
Return Wick Position Pad (felt) 146689 Bed Slide {right} Latch Guide 147055 Qil Removing Wick (head end) Hinge
146290 Theoat Plate for 5/32 in. to 378 in. 146690 Bed Slide (right) Latch Spring Plote and Cover Gasket
gauges, for 10 1o 18 stitches per inch, 146691 Bed Slide (right) Spring 147070 Arm Hole Plug Screw Washer (for use
for chaining-off for use with, (for 3716 in.) 146693 Machine Bose and Qil Reservoir Oil with 140610}
21492.012 and 142375 (for 1.4 in.) Return Wick 147079 Thread (reedle) Take-up Thread Evelet
21492016 and 142375 146694 Presser Bor Guide Bracket with 1057(830) Bushing{2)
Note: No. 146290 is furnished as 146698 0il Removing Wick (head end) Holder 147107 0il Removing Wick (head end)
regular 10 the machine when called for in Body Spring 147108 0il Remaving Wick (head end) Holder
standard gouges of 316 in. and 1.4 in. 146703 Needle Bar Bushing {lower and upper) Oil Body 146745 with 146698 and 147107
Note: When ordering No. 146290, state Wick Clomp and Retainer 147109 Looper Holder Rock Shaft Bracket Oil
gauge required. 146730 Looper Bai! Crank Pitman End Bearing Plug Screw (front) Washer {fier)
146505 Arm Shaft {upright) Bushing {lower) (left) with two 175(830) 147111-001  Arm Shoft {upright) Bushing {upper)
146508 Arm Top Cover Gasker 146739 Looper Holder 146565 with 1664(809), 147112.001  Arm Shaft (horizontsl) Flonged
146512 Machine Pulley (disc power) V"' 146567 and two 175(830) Bushing (back)
belt groove (outside diameter of belt 146743 Needle Guard Holder Bracket 147468 Arm Shaft thorizontai} Thrust Collar
groave 2.9 in.) with two 51283(830) 146745 0il Removing Wick (head end) Holder with two 624(830)
146517 Bed Rotary Shaft Bevel Gear, right hand Body 149208 0il Removing Wick (head end) Hinge
spiral with rwo 1259(830) 146751 Presser Bar Bushing (lower) Plate and Cover
146518 Bed Rotary Shaft Bushing {back) 146790 Arm Shaft thorizontal) Flanged Bushing 149206 Oil Remaving Wick thead end) Holder
146519 Bed Rotary Shaft Bushing (front) (bock‘) Oil Sump Tube Body complete, Nos. 140553(805),
146521 Bed Slide (left) 146792 Tension (looper thread) Releaser(2) 146698, 146745, 147055, 147107 and
148522 Bed Slide {left) compiete, Nos. 4307, 146795 Tension (looper thread) Uncurler(2) 149205
146521 and twe 725(819) 146796 Tension (looper thread) Uncurler Plate 151560 Machine Pad (felt, left back)
146539 Feed Bar Slide Block Oil Wick Holder (back) ‘ 151561 Machine Pad (felt, left front)
146550 Lzooper Avoiding Eccentric with two 146797 (T‘ens»)on (loaper thread) Uncurler Plate 152503 Arm Shaft (horizontal) Bushing (center)
1259(830) ront 152578 Feed Lifting Eccentric with th
146551 Arm Screw (back)(2) 146864 Arm Shaft (horizantal) Bevel Gear, 152579 Combinatian of Feed and sfnc:-:e;e:t?gz?)
146552 Arm Screw (front}(2) right hand spirai with 140333(820) and Parrs, Nos. 143015, 143040, 143049,
146554 Losper Avoiding Eccentric Siide Block two 1259(830) 146864, 146883 and 152578
146556 Looper Ball Crank 146867 Arm Top Cover 160588.002 Lap Seam Feller Clamping Plare
146557 Looper Ball Crank Connection with two 146868 Arm Top Cover and Stitch Regulator Cap 161661-002 Lop Seam Feller on Shonk (odjustable)
131928‘ 146869 Arm Top Cover and Stitch Regulator with 207(809), for 3'16M
146558 Looper Bail Crank Connection with Cam complete, Nos. 335(819), 146868, Note: No. 161661.002 (3./16M) is
132790, 146556, 164232 and two 131928 146870 and 146871 furnished os regular to machine
146559 Loaper Bail Crank Hinge Pin 146870 Arm Top Cover and Stitch Regulator when called for in standard gauge of
146565 Looper Hoider with 896(830) and two Cap Gasket 316 in.
624(830) 146871 Arm Top Cover and Stiteh Regulator 161661-004  Lap Seam Feller on Shank ‘edjustable)
146567 Looper Hoider Bushing (eccentric) Cap Latch - with 207(809) for 1 "4M
146591 0i! Flow Body 146874 Attachment Slide Sering Note: No, 161661-004 (1.4M) s
146593 Qil Pipe _ 146881 Feed Bar Stide Block Oil Wick furnished as regular to machine when
146597 Qil Pipe complete {from Qil Pump to : 146883 Feed Eccentric (adjustable) cailed for in stendard gauge of 1 4 in.
Arm Shaft ‘horizontal) Center Bearing} with 503281803), two each 217(809), 161661016  Lap Seam Feller on Shank iodjustable)
146593 with 143065 and 143066 7071 and three 51061(830) with 207(809), for 1-/8M
146600 0il Pump (centrifugal) Cover 146889 Feed Lifting Rock Shoft Crank “ront) Note: No. 161661.016 (1./8M) is
146603 Thread {looper) Take-up Stripper Plate with 157(819) furnished os regular to machine when
146625 with 237(809), 139148, 146891 Feed Lifting Rock Shaft Oil Wick called for in standard gauge of 178 in.
146623, 146624, 146626, 146628 and 146891 Feed Rock Shafr Oif Wick 161661-022 Lap Seam Feller on Shank (adjustable)
two 190(809) 146892 Feed Lifting Rock Shaft Oil Wick (long) with 207(809), for 12
146604 Ofl Wick for ox||n.g Looper Ball Crank 146896 Feed Rock Shaft Oil Wick (long) Note: No. 161661.022 (1 '2M) is
Pf"““"" End Bearing (left) 146897 Looper Ball Crank Arm with 51320(830) furnished as regular *o machine when
146605 Qil Wick Holder ) 146911 Pair of Mated Gears for Upper Shaft, Nos. called for in standard gauge of 172 in.
146606 Oil Wick Position Bracket with 143015 and 146864 164232 Looper Ball Crank Connection Ball
a6 L“ON"‘B;O) oo 146919 Looper Ball Crank Pitman Head Sleeve Guide _
resser Bar Spring (right) with 146948 and two 175(830) [ === Needle Car. 2793 (Size No. 16)
146612 Presser Bar Spring Guide Pin 146923 L Ball Crank Arm 146897 with
146616 Pair of Mated Gears for Lower Shaft, Teo0ia09r 12855t Aue wit
o 3015 o Yas17 (809), 128551, 146948 and two
175(830)
146618 Tension (looper thread) Screw Stud 146947 Looper Ball Crank Pitman Rod Oil
140442(803) with 51570(803)(2) Shield
146620 Tension (looper thread) Releaser Slide 146948 Looper Ball Crank Pitman Ball Screw Stud
Connection Link 146965 Looper Ball Crank Pitman Rod
146620 Tension (needle thread) Releasing Shaft 146966 Looper Ball Crank Pitman Rod 146965
Crank Connecting Link with 51769(803)
146621 Theead (looper) Take-up w ith 465(830) 146967 Looper Boll Crank Pitman Rod with
146622 Threod (looper) Take-up Screw Washer Throw-aut Device complete, Nos. 240(809),
(Fiber) 447(830), 1700(819), 21400, 146966,
146623 Threod {looper) Take-up Stripper 146968, 146969, 146970, 146971 and
146624 Thread (looper) Take-up Strippe: two 51159(809)
Holder with 906(830) 146968 Looper Throw-out Releaser
146625 Thread (looper) Take-up Stripper Plate 146969 Looper Throw-out Relaaser Cap




SUPPLEMENTARY PARTS LIST FOR 262-25 MACHINE

Same as 262.21 Machine, except for the following:

PARTS ADDED

DESCRIPTION

PARTS REMOVED

22849
22850

152569
152576

146246

146884
21394-002

131529

16387-001

16387.002

16387.003
131425
131426

21121

131708

131534
131704
131705
131706
131707
665(809)
26276
128390
152574
465(830)

152571
152575

146235
190(809)

190(809)
21395.012

21096.016

21096-024

Arm Shaft (horizontal) with 1036(830) and 140542(830)
Arm Shaft (horizontal) 22849 with 140359(805), 143236
and 143494-001

Bed Rotary Shoft

Bed Rotary Shaft 152569 with 132790, 146556, 164232
and two 131928

Combination of Feed ond Stitch Regulator Parts,

Nos. 143015, 143040, 143049, 146864, 146883 and
146884

Feed Lifting Eccentric with three 440(830)

Feed Dog, 22 teeth (16 teath to the inch) for 5/32'" and
3/16" gauges, for use with 21395.010 or 21395.012 and
131708

Note: 213944002 is furnished os regular to the machine
when called for in standord gouge of 3/16%*, When
ordering, gauge need not be specified.

Feed Dog, 14 teeth (10 teath to the inch} for 1/4'° 1o 3/8"°
gauges, for use with 21096-016 or 21096.024 ond 131708
Note: 131529 is furnished as regular to the machine when
called for in standard gauges of 1/4'* and 3,/8". When
ordering stote gauge

Lap Seam Feller on Shank for 1/4H with 1443(809) and
two 662(809)

Note: 16387.001 (174H) is furnished as regular to the
machine when called for in standard gauge of 174"
Laop Seam Feller on Shank for 3/16H, with 1443(809)
and two 662(809)

Note: 16387-002 (3/16H) is furnished as regular to the
machine when called for in standard gauge of 3/16".
Lap Seam Feller on Shank for 3/8H, with 1443(809) and
two 662(809)

Note: 16387-003 (3/8H) is furnished os regular to the
machine when called for in standard gauge of 3./8°°.
Looper (back) for 332" ta 12" gauges

Note: 131425 is furnished as regular to the machine
when called for in standard gauges of 3/16", 1/4**
and 3/8'"". When ordering state gouge

Looper {back) for 3/32'" to 1/2" gauges

Note: 131426 is furnished as regular to the machine
when called for in stondard gauges of 3/18", 1/4"

and 3,8"",

Needle Guard (movable) for 3/32'' 10 3/8'" gouges
Note: 21121 is furnished as regular to the machine
when called for in standord gauges of 3/16°*, 1/4""

ond 3./8".

Needle Guord (movable) for 13732" 40 172" gauges
Needle Guard (movaoble) Clamp

Needle Guard Holder

Needle Guord Holder Bracket

Needle Guard Holder Bracket Screw

Needle Guard Holder Screw

Needle Guard Screw

Presser Foot Complete for 3/32" 1o 1/2' gauges, Nos.
131534, 131704, 131705, 131706, 131707 and two each
665(809), 26276 and 128390

Note: 131708 is furnished as regular to the machine
when called for in standard gauges of 3/16”°, 1/4" and 3/8".
Presser Foot Yielding Heel Connection Spring

Presser Foot Plate

Presser Foot Shank

Presser Foot Yielding Heel

Presser Foot Yielding Heel Connection

Presser Foot Plate Hinge Stud Position Screw

Presser Foot Hinge Pin(2)

Presser Foot Plate Hinge Stud(2)

Thread (lcoper) Take-up (left)

Thread {looper) Toke.up (left) Set Screw

Thread {looper) Take-up Screw

Thread (looper) Take-up Screw Washer

Thread (looper) Taoke-up Stripper Plate

Thread {looper) Take-up Stripper Plate 152571 with
237(819), 139148, 146623, 146624, 146626, 146628
and two 190(809)

Thread (looper) Take-up Stripper Staple (left)

Thread (looper) Take-up Stripper Staple {left) Screw(2)
Thread (looper) Toke-up Threod Guide {left)

Thread (looper) Take-up Thread Guide (left) Screw
Thread (looper) Take-up Thread Guide {right) Screw
Throat Plate for 3/16" gauge for use with 21394.002
and 131708

Note: 21395-012 is furnished as regular to the machine
when called for in standard gauge of 3/16

Throat Plate for 1/4'" gauge, for use with ]31529 and
131708

Note: 21096-016 is furnished as regular to the machine
whea called for in standord gauge of 1/4"

Throat Plate for 3/8"" gauge, for use with 131529 and
131708

Note: 21096-024 is furnished os regular to the machine
when called for in standard gauge of 3/8"

146121
146122

146005
146044

152579

152578
142375

12957-001

161661

161661

161661

131458

131459

146137

146138

146109
146743
190(809)
190(809)
190(809)
21492.008
21492.010
21492.012
21492-016

1029(809)
146622
146625
146603

146627
237(809)
237(809)

12959.008

146290

146290



SUPPLEMENTARY PARTS LIST FOR 262-22 MACHINE

Same as 262-21 Machine, except for the following:

PARTS ADDED

DESCRIPTION

PARTS REMOVED

146075
146076

146081
146082

146242

146914

Arm Shaft (horizontal) with 1036(830) and 140542(830)
Arm Shaft (horizontal) 146075 with 140359(805),
143236 and 143494.001

Bed Rotary Shaft

Bed Rotary Shaft 146081 with 132790, 146556, 164232
and two 131928

Combination of Feed and Stitch Regulator Parts Nos.
143015, 143040, 143049, 146864, 146883 and 146914
Feed Lifting Eccentric with three 440(830)

146121
146122

146005
146044

152579

152578

SUPPLEMENTARY PARTS LIST FOR 262-23 MACHINE

Same as 262-21 Machine, except for the following:

PARTS ADDED

DESCRIPTION

PARTS REMOVED

146152
146153

146154
146155

146242

22731
146914
131552
131553
146173
131555
146174

50014(806)
143512-001

131561

146160
465(830)

146161

146237

146235
131558

Arm Shaft (horizontal) with 1036(830) and 140542(830)
Arm Shaft (horizontal) 146152 with 140359(805),
143236 and 143494.001

Bed Rotary Shaft

Bed Rotary Shaft 146154 with 132790, 146556, 164232 and
two 131928

Combination of Feed and Stitch Regulator Parts, Nos.
143015, 143040, 143049, 146864, 146883 and 146914
Feed Dog, 14 teeth, 10 teeth to the inch

Feed Lifting Eccentric with three 440(830)

Looper (back)

Looper (front)

Needle Bar Complete, Nos. 131555 and 143488
Needle Clamp

Needle Guard

Needle Set Screw(2)

Presser Bar Spring

Presser Foot Complete, Nos. 26276, 131560 and 146780

Thread
Thread

looper) Take-up (small) with two 465(830)

looper) Take-up {small) Set Screw(2)

Thread (looper) Take-up Stripper Plate

Threod (looper) Take-up Stripper Plate 146161 with 237(809),
139148, 146623, 146624, 146626, 146628 and two 190(809)
Thread (looper) Take-up Stripper Staple (left)

Throat Plate

o~

146121
146122

146005
146044

152579

142375
152578
131458
131459
143489
139116
146137
1498(806)
146611
21492.008
21492.010
21492.012
21492.016

146625
146603

12959-008
146290

SUPPLEMENTARY PARTS LIST FOR 262-24 MACHINE

Same as 262.23 Machine, except for the following:

PARTS ADDED

DESCRIPTION

PARTS REMOVED

131563
131564
146179
131064
131570

239(809)
68140
131349
131568
131569

665(809)
131567

Looper (back)

l.ooper (front)

Needle Bar Complete, Nos. 131064 and 143488
Needle Clamp with two 50014(831)

Presser Foot with Knife Complete, Nos. 239(809), 68140,
131349, 131568 and 131569

Presser Foot Knife Screw

Presser foot Hinge Pin

Presser Foot Knife

Presser Foot Plate

Presser Foot Shank with 665(809)

Presser Foot Hinge Pin Set Screw

Throat Plate

131552
131553
146173
131555
131561

26276

131560
146780

131558




